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Constant Current Discharge Data (Amperes @ 25°C

Discharge Time

Numberof Cycles

ChargingTime (hours)

Nominal Voltage 512 Vdc Operating Voltage Range 448V-57.6V Cutoffvoltage (40V) — — 1404 93A 7oA ooh 28h A
Nominal Capacity 280 Ah _Discharge Cut-Off Voltage 40V
Nominal Energy 14336 Wh ~Max Discharge Current 150A Constant Power Discharge Data (Watts @ 25°C)
Battery Chemistry 3.2V LiFePO4 _Peak Discharge Current 200A (3s)
Cell Comnectivity 1651P _Max Charge Voltage 584V Discharge Time
Efficiency (Round Trip) =98% _Standard Charge 56A (0.20)
- SelfDlschargeRate ””””””””””” < ’3’%’ Monthly Cut off voltage (40V) 7168W 4779W 3584W 2867W 1434W 717W
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Max. In Parallel 16 Pcs
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Ingress Rating IP52
Mechanical Specifications » soc
Dimensions (L*W*H) 825%413*233 mm 52
Weighe  108Kg % .
_Mounting Options _______________Wall Or Mobile_ i
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Note 1. The recommended storage temperature is 20°C to 302C, battery life would be reduced if stored at

PCB Temperature =95°C

Recover <85°C

Communication Port  RS485,0ptional For CAN/Dry Contact
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high temperature (The recharging interval should be 12 months under the condition of storage
temperature <30°C, and 8 months under the condition of 30°C <storage temperature <40°C).
Note 2. Affected by the external environment factors, such as temperature and duration of transportation

and storage, the rated capacity may fluctuate by + 5%.
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